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_NOTES:
1. SODDING, SALT TOLERANT SHALL BE PLACED ONLY IF DEEMED NECESSARY BY THE ENGINEER. 1. ALL TEMPORARY SOIL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN 19. WORK MAY NOT BE PERFORMED IN THE WATER, EXCEPT FOR THE PLACEMENT OF THE
THIRTY (30) DAYS AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE TURBIDITY CURTAIN.
2. THE CONTRACTOR SHALL MAINTAIN THE PERIMETER EROSION BARRIER AS DIRECTED BY THE TEMPORARY MEASURES ARE NO LONGER NEEDED.
ENGINEER. THIS WORK SHALL BE CONSIDERED INCLUDED IN THE CONTRACT UNIT PRICE FOR 20. IF BYPASS PUMPING IS NECESSARY, THE PUMP SHALL BE PLACED ON A STABLE SURFACE OR
“PERIMETER EROSION BARRIER.” 12. SOIL STOCKPILES SHALL NOT BE LOCATED IN A FLOOD-PRONE AREA, WETLAND AREAS OR A FLOATED TO PREVENT SEDIMENT FROM BEING SUCKED INTO THE HOSE. THE BYPASS
DESIGNATED BUFFER PROTECTING WATERS OF THE UNITED STATES. DISCHARGE SHALL BE PLACED ON A NON-ERODIBLE; ENERGY DISSIPATING SURFACE PRICR TO
3. TEMPORARY EROSION CONTROL SEEDING SHALL BE PLACED ONLY IF DEEMED NECESSARY BY REJOINING THE STREAM FLOW AND SHALL NOT CAUSE EROSION OF DOWNSTREAM AREAS.
& THE ENGINEER 13. ALL STORM SEWERS THAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION SHALL BE CLEANING OR FILTERING OF BYPASS WATER IS NOT NECESSARY UNLESS OTHERWISE
s PROTECTED BY AN APPROPRIATE SEDIMENT CONTROL MEASURE. REQUIRED.
§ 4. TURBIDITY CURTAINS SHALL BE USED TO PLACE PROPOSED GABIONS. SEE STRUCTURAL
K PLANS FOR GABION DETAILS. 14. THE CONTRACTOR SHALL PROVIDE ADEQUATE RECEPTACLES FOR THE DEPOSITION OF ALL 21. |THIS PROJECT REQUIRES AN US ARMY CORPS OF ENGINEERS 404 PERMIT. THE PERMIT
5 CONSTRUCTION MATERIAL DEBRIS GENERATED DURING THE DEVELOPMENT PROCESS. THE ISSUED TO THE DEPARTMENT DOES NOT COVER THE IN STREAM WORK BY THE CONTRACTOR.
S 5. NO WORK SHALL BE PERFORMED IN FLOWING WATER. WORK IN OR NEAR THE CRITICAL AREAS CONTRACTOR SHALL NOT CAUSE OR PERMIT THE DUMPING, DEPOSITING, DROPPING, THEREFORE AFTER AWARD, THE CONTRACTOR WILL NEED TO SUBMIT THE WORK PLAN TO THE
5 SHALL BE ISOLATED FROM CONCENTRATED FLOWS OR STREAM FLOW. ONCE WORK IN THIS AREA THROWING, DISCARDING, OR LEAVING OF CONSTRUCTION MATERIAL DEBRIS UPON OR INTO CORPS. THE CORPS WILL NOT BE PROVIDING AN APPROVAL UNLESS STATED OTHERWISE IN
4l BEGINS, PRIORITY SHALL BE GIVEN TO THE COMPLETION OF THE WORK AND FINAL ANY DEVELOPMENT SITE, CHANNEL OR WATER OF THE U.S.. THE CONTRACTOR SHALL THE PERMIT AND IN STREAM WORK CAN COMMENCE AT THE CONTRACTOR'S DISCRETION.
2 STABILIZATION OF ALL DISTURBED AREAS. MAINTAIN THE DEVELOPMENT SITE FREE OF CONSTRUCTION MATERIAL DEBRIS. GUIDELINES ON ACCEPTABLE IN STREAM WORK TECHNIQUES CAN BE FOUND ON THE CORPS
i WEBSITE: HTTP://WWW.LRC.USACE.ARMY.MIL/
g 6. SOIL DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE EROSION. 15. ALL TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL MEASURES SHALL BE
& AREAS OF THE DEVELOPMENT SITE THAT ARE NOT TO BE GRADED SHALL BE PROTECTED FROM MAINTAINED IN AN EFFECTIVE WORKING CONDITION,
]l CONSTRUCTION TRAFFIC OR OTHER DISTURBANCE UNTIL FINAL SEEDING IS PERFORMED.
i 16. WHERE STREAM DISTURBANCE IS NECESSARY, THE STREAM, INCLUDING BED AND BANKS,
2 7. PROPERTIES AND CHANNELS ADJOINING THE PROJECT SITE SHALL BE PROTECTED FROM SHALL BE RESTABILIZED WITHIN FORTY-EIGHT (48) HOURS AFTER DISTURBANCE IS
E EROSION AND SEDIMENTATION. COMPLETED OR INTERRUPTED.
5
g8 8. SOIL EROSION AND SEDIMENT CONTROL FEATURES SHALL BE CONSTRUCTED PRIOR TO THE 17. WORK IN THE WATERWAY SHALL BE TIMED TO TAKE PLACE DURING LOW OR NO-FLOW
g COMMENCEMENT OF HYDROLOGIC DISTURBANCE OF UPLAND AREAS. CONDITIONS.
8
N 9. DISTURBED AREAS SHALL BE STABILIZED WITH TEMPORARY OR PERMANENT MEASURES WITHIN 18. WATER SHALL BE ISOLATED FROM THE IN-STREAM WORK AREA USING TURBIDITY CURTAINS.
3 SEVEN (7) CALENDAR DAYS FOLLOWING THE END OF ACTIVE HYDROLOGIC DISTURBANCE. IF A COFFERDAM IS DEEMED NECESSARY, A NON-ERODIBLE COFFERDAM (STEEL SHEETS, AQUA
8 BARRIERS, ETC.) SHALL BE USED. EARTHEN COFFERDAMS ARE NOT PERMISSIBLE.
g 10.1F DEWATERING SERVICES ARE USED, ADJOINING PROPERTIES AND DISCHARGE LOCATIONS
o SHALL BE PROTECTED FROM EROSION. ALL WATER MUST BE FILTERED TO REMOVE SEDIMENT.
£ POSSIBLE OPTIONS FOR SEDIMENT REMOVAL INCLUDE BAFFLE SYSTEMS, ANIONIC POLYMERS,
El DEWATERING BAGS, OR OTHER APPROPRIATE METHODS. WATER SHALL HAVE SEDIMENT REMOVED
& PRIOR TO BEING RE-INTRODUCED TO THE DOWNSTREAM WATERWAY. DISCHARGE WATER IS ’ )
R CONSIDERED CLEAN IF IT DOES NOT RESULT IN A VISUALLY IDENTIFIABLE DEGRADATION OF 9 50 Joo- !
§ WATER CLARITY. e e g = 20
z
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50 o Gt v, e PLOT SCALE - 20.0080 '/ IN. CHECKED - MJL REVISED DEPARTMENT OF TRANSPORTATION EROSION AND SEDIMENT CONTROL & LANDSCAPING PLAN CONTRACT NO. 62116
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